
ONE UNIT COMBINATION PACKAGING

AIR SEA CONTAINERS LTD.

Great Britain
Tel: +44 (0) 151 653 1500
Fax: +44 (0) 151 653 1515
Web site: www.airseadg.com
E-mail: uk@airseadg.com

ASSEMBLY DETAILS:

FIBREBOARD
BOX:
4G OUTER

CODE:11
GB/1046

FOR PACKING GROUPS:
I   II   III
X Y  Z

FOR UP TO

INNERS
External Dimensions:

210 x 150 x 340mm

Internal Dimensions:
195 x 145 x 315mm

NOTES:
Each Fibreboard Box OUTER
4G is U.N Certified to contain
specific INNERS in specific
conformations. The approved
mode of packing must be
strictly adhered to in order to
comply with U.N. Regulations.

Vermiculite is only required
when using the Code 101 as

of the remaining available

ALL FLAPS must be sealed
with Polyester Tape, 50mm
minimum width in 'U' shape.
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5 litre Typo-Pack/K-N  275 gram  3H1/Y1.9/200/02  B/TtC-905829
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5 litre Typo-Pack/K-N  275 gram  3H1/Y1.9/200/02  B/TtC-905829
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3A1/Y/150/02

GB/0810/CMB

(Code 101)
or
5L Plastic Jerrican 
HDPE 3H1/Y1.9/150
(Code 22)

Flaps

Heavy Duty
Fibreboard Box

5 Litre Tinplate Jerrican
3A1/Y/150 (Code 121)

EITHER
JERRICAN

(NOT BOTH)

1

When inserted into the 4G Fibreboard Box Outer, the free-
standing UN Certificated Tinplate Jerrican 3A1, or the UN
Certificated Plastic Jerrican 3H1, becomes an  Inner
Packaging, forming a Combination Package.

INDICATION OF
PROPORTION

Hazard
Label

Tamper-Evident
Closure

521 Cavendish Street
Birkenhead, CH41 8FZ

** Denotes year of manufacture

2.5 Litre Plastic Jerrican FHDPE

an inner (as absorbent filling

space).


